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PRODUCT OVERVIEW

Pallet racks are an essential and prevalent element of
warehouses, manufacturing facilities, retail centres, and
other storage and distribution facilities. Here at Unirack,
we supply an extensive range of warehouse racking
solutions by way of pallet racking systems.

The Unirack racking system will help you increase

capacity, improve operating efficiency and create more
picking locations.

KEY FEATURES

e Safety locking system that locks together

e Easy to assemble and modifiy as required

e Extra strong galvanised uprights

e Powdercoated beams with 5 hook connectors
¢ Various lengths, widths, heights available

e Heavy duty wrap around base plates
with quality welds

Upright

Uprights come in a standard galvanised or custom
order painted finish and bring all the rigour and safety
of AS4084 standard compliance. Uprights are made

with high strength 2mm thick steel ensuring they
have maximum strength and structural robustness.

Beam

All beams are provided with five hook connectors.
Five point connectivity provides increased stiffness

between the upright and the beam, which increases
the beam’s load carrying capacity and the lateral
stability of the rack structure.

Locking Pins
Fitted as standard, gravity pins safely lock in place

preventing the beam from accidentally being
dislodged. Uplift load in accordance with AS4084.

Base Plate

Base plates wrap around the uprights making the
frame stronger and more rigid. They meet all loaded

conditions safely, leveling with shim plates and fixing
with dynabolts included.



PALLET RACKING UPRIGHTS WITH DIMENSIONS

High strength and smart section design combine to provide maximum upright strength at minimum cost. This steel also has a high
percentage of elongation making it more pliable than other steels. What that means is it will take longer to work harden so the life of
the upright will be greater. Combined with a 2mm steel, (thicker then most on the market) make the Unirack range the perfect long

term choice.
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PALLET RACKING UPRIGHTS | UNIRACK RANGE

Code Size Load Rating
PRPU2500-838 2500 x 838 mm (Standard) 9000 kg
PRPU3000-838 3000 x 838 mm (Standard) 9000 kg
PRPU3600-838 3600 x 838 mm (Standard) 9000 kg
PRPU4200-838 4200 x 838 mm (Standard) 9000 kg
PRPU4800-838 4800 x 838 mm (Standard) 9000 kg
PRPU5800-838 5800 x 838 mm (Standard) 9000 kg
PRPUB100-838 6100 x 838 mm (Standard) 9000 kg
PRPU7500-838 7500 x 838 mm (Standard) 9000 kg

PRPU2500-1219 2500 x 1219 mm (Extra Wide) 9000 kg
PRPUS000-1219 3000 x 1219 mm (Extra Wide) 9000 kg
PRPU3600-1219 3600 x 1219 mm (Extra Wide) 9000 kg
PRPU4200-1219 4200 x 1219 mm (Extra Wide) 9000 kg
PRPU4800-1219 4800 x 1219 mm (Extra Wide) 9000 kg
PRPU5800-1219 5800 x 1219 mm (Extra Wide) 9000 kg
PRPUG100-1219 6100 x 1219 mm (Extra Wide) 9000 kg
PRPU7500-1219 7500 x 1219 mm (Extra Wide) 9000 kg




PALLET RACKING BEAMS WITH DIMENSIONS

Unirack offers a wide variety of beams for adjustable pallet racking to meet differing requirements, balancing the needs of structural

performance, cost and durability. All standard beams are made from thick high tensile steel. A powder coated finish creates a
durable, hard wearing surface for even the harshest warehouse environments.
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PALLET RACKING BEAMS | UNIRACK RANGE

Code

PRPB1372-75
PRPB1829-75
PRPB2591-75
PRPB2591-90
PRPB2591-110
PRPB2591-130
PRPB2591-150
PRPB2743-110
PRPB2743-130
PRPB3048-110
PRPB3048-130
PRPB3810-130
PRPB3810-150
PRPSB1829
PRPSB2591

Size

1372 x 75 x 45 mm
1829 x 75 x 45 mm
2591 x 75 x 45 mm
2591 x 90 x 45 mm
2591 x 110 x 45 mm
2591 x 130 x 45 mm
2591 x 150 x 45 mm
2743 x 110 x 45 mm
2743 x 130 x 45 mm
3048 x 110 x 45 mm
3048 x 130 x 45 mm
3810 x 130 x 45 mm
3810 x 150 x 45 mm

1829 x 75 x 50 x 25 mm (Step)
2591 x 75 x 50 x 25 mm (Step)

] do d d

Safe Working Load (SWL)

2550 kg
1530 kg
950 kg

1550 kg
2440 kg
3150 kg
4400 kg
2177 kg
3058 kg
1696 kg
2462 kg
1522 kg
2038 kg
1000 kg
750 kg

Box Beam

Our standard versatile beam

to suit Pallet Storage

Stepped Beam
To fit Timber boards on
picking levels

Style

Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Box Beam
Stepped Beam
Stepped Beam



PALLET RACKING ACCESSORIES

Code

PR-DYNA75

ML-L

ML-M

PR-HDBP
PR-MDF1829-25-ST
PR-MDF2591-25-ST
PR-PB1372-18-835
PR-PB1829-18-835
PR-PB2591-18-835
PR-PB2743-18-835
PR-PB3048-18-835
PR-SDW
PR-WD-GAL-1350x1220
PR-WD-GAL-1350x840
PR-WD-GAL-1250x840
PR-WD-GAL-1250x1220
PRB-LP

PREC
PRP-CCRDH-838
PRP-DA750
PRP-FBM1372-1000
PRP-FBM1372-1500
PRP-FBM2591-1000
PRP-FBM2591-1500
PRP-FBM2743-1000
PRP-FBM2743-1500
PRP-FBMB
PRP-FEB-1219
PRP-FEB-838
PRP-RS457
PRP-SHIM1MM
PRP-SHIM5MM
PRP-SPLICE
PRP-TSB1219
PRP-TSB838
PRP-UPL

PRP-UPU

PRP-WB

PRP-WHB
PRP-WHNB

SWLS

SWS

Zclips

Product Name

Dyna Bolt - 75

Magnetic Label Large
Magnetic Label Medium
Heavy Duty Base Plate
MDF Board - 1829

MDF Board - 2591

Particle Board - 1372
Particle Board - 1829
Particle Board - 2591
Particle Board - 2743
Particle Board - 3048
Shelf Divider

Galvanised Wire Decking
Galvanised Wire Decking
Galvanised Wire Decking
Galvanised Wire Decking
Locking Pins

End Cap

Pallet Racking Support Cable
Divider Arm 750mm

Fall Barrier Mesh

Fall Barrier Mesh

Fall Barrier Mesh

Fall Barrier Mesh

Fall Barrier Mesh

Fall Barrier Mesh

Mounting Bracket

Fork Entry Bars

Fork Entry Bars

Row Spacers

Shim Plate

Shim Plate

Pallet Racking Splice Kit
Timber Support Bars
Timber Support Bars

L Type Corner Protector

U Type Corner Protector
Pallet Racking Wheel Bracket
Pallet Racking Prestar Wheel
Pallet Racking Prestar Wheel
Safe Working Load Sticker
Safe Working Sign

Z Clips

Description

For Securing to Floor - 75mm x 12mm

Magnet Lable Large

Magnet Lable Medium

Base Plate for Upright to Increase Capacity

25mm MDF Board to Suit Step Beam 1829mm

25mm MDF Board to Suit Step Beam 2591mm

18mm Particle Board to Suit Timber Support Bars 1372mm
18mm Particle Board to Suit Timber Support Bars 1829mm
18mm Particle Board to Suit Timber Support Bars 2591mm
18mm Particle Board to Suit Timber Support Bars 2743mm
18mm Particle Board to Suit Timber Support Bars 3048mm
Pallet Racking - Shelf Divider Wire

To Suit 2743 Beams at 1219mm - 1 Tonne Capacity

To Suit 2743 Beams at 838mm - 1 Tonne Capacity

To Suit 2591 Beams at 838mm - 1 Tonne Capacity

To Suit 2591 Beams at 1219mm - 1 Tonne Capacity
Universal Gravity Beam Locking Pins

To Fit Standard Uprights in Workbenches

Support Cable Drum Bracket 838mm

Beam Divider Arm 750mm - Orange

To Suit Bay Spacing of 1372mm (W) x 1000mm (H
To Suit Bay Spacing of 1372mm (W) x 1500mm (H
To Suit Bay Spacing of 2591mm (W) x 1000mm (H
To Suit Bay Spacing of 2591mm (W) x 1500mm (H
To Suit Bay Spacing of 2743mm (W) x 1000mm (H
To Suit Bay Spacing of 2743mm (W) x 1500mm (H
Fall Barrier Mesh Mounting Bracket (4 Per Panel)

H)
)
H)
H
H
H

Used To Store Unsuitable Pallets on Beams (1219mm)
Used To Store Unsuitable Pallets on Beams (838mm)
To Join Uprights Back-to-Back

To Level Racking Upright Uneven Floor (1mm)

To Level Racking Upright Uneven Floor (5mm)

Used to Join Two Uprights Together

Pallet Racking Prestar Timber Support Bar 1219mm
Pallet Racking Prestar Timber Support Bar 838mm

L Shaped To Protect Upright From Impact

U Shaped To Protect Upright From Impact

Wheel Bracket - Orange

Wheel Assembly Nylon 100mm 190kg with Brake
Wheel Assembly Nylon 100mm 190kg No Brake
Load sticker

Working Sign

To Support Timber Board in Standard 45mm Beams



PALLET RACKING

PALLET RACKING COMPONENTS

SPECIFICATION SHEET
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PRODUCT OVERVIEW

Pallet racks are an essential and prevalent element of
warehouses, manufacturing facilities, retail centres, and
other storage and distribution facilities. Here at Unirack,
we supply an extensive range of warehouse racking
solutions by way of pallet racking systems.

The Unidex racking system will help you increase

capacity, improve operating efficiency and create more
picking locations.

KEY FEATURES

e Safety locking system that locks together

e Easy to assemble and modifiy as required

e Strong powder coated uprights

¢ Powder coated beams with 4 hook connectors
e Various lengths, widths, heights available

e Heavy duty base plates

Upright

Uprights come in a standard powder coated blue or
custom order painted finish and bring all the rigour

and safety of AS4084 standard compliance. Uprights
are made with high strength steel ensuring they have
maximum strength and structural robustness.

Locking Pins
Fitted as standard, spring loaded pins safely lock in

place preventing the beam from accidentally being
dislodged. Uplift load in accordance with AS4084.

Beam

All beams are provided with 4 hook connectors.
Four point connectivity provides increased stiffness

between the upright and the beam, which increases
the beam’s load carrying capacity and the lateral
stability of the rack structure.




PALLET RACKING UPRIGHTS WITH DIMENSIONS

High strength and smart section design combine to provide maximum upright strength at minimum cost. The Unidex design is one
of the most tried and tested on the market, having being used for over 20 years. This makes it the perfect choice as not only is it
reliable but often able to be used with existing systems.
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PALLET RACKING UPRIGHTS | UNIDEX RANGE

Code Size Load Rating
PRU914-838 914 x 838 mm (Standard) 9000 kg
PRU2438-838 2438 x 838 mm (Standard) 9000 kg
PRU3048-838 3048 x 838 mm (Standard) 9000 kg
PRU3658-838 3658 x 838 mm (Standard) 9000 kg
PRU4267-838 4267 x 838 mm (Standard) 9000 kg
PRU4877-838 4877 x 838 mm (Standard) 9000 kg
PRU5791-838 5791x 838 mm (Standard) 9000 kg
PRUB096-838 6096 x 838 mm (Standard) 9000 kg
PRU914-1219 914 x 1219 mm (Extra Wide) 9000 kg
PRU2438-1219 2438 x 1219 mm (Extra Wide) 9000 kg
PRU3048-1219 3048 x 1219 mm (Extra Wide) 9000 kg
PRU3658-1219 3658 x 1219 mm (Extra Wide) 9000 kg
PRU4267-1219 4267 x 1219 mm (Extra Wide) 9000 kg
PRU4877-1219 4877 x 1219 mm (Extra Wide) 9000 kg
PRU5791-1219 5791 x 1219 mm (Extra Wide) 9000 kg
PRUB096-1219 6096 x 1219 mm (Extra Wide) 9000 kg



PALLET RACKING BEAMS WITH DIMENSIONS

Unirack offers a wide variety of beams for adjustable pallet racking to meet differing requirements, balancing the needs of structural
performance, cost and durability. All standard beams are made from thick high tensile steel. A powder coated finish creates a
durable, hard wearing surface for even the harshest warehouse environments.

Box Beam with 3 connectors
Our standard versatile beam
to suit lighter Pallet Storage

Box Beam with 4 connectors

Our standard versatile beam
to suit heavier Pallet Storage

—
K
o
2
=
= =]
E
g S
1.5 15 L5 1.5/1.8/2.0
PALLET RACKING BEAMS | UNIDEX RANGE
Code Size Safe Working Load (SWL) Style
PRB1372-80 1372 x 80 x 50 mm 2758 kg Box Beam
PRB2591-100 2591 x 100 x 50 mm 2000 kg Box Beam
PRB2591-120 2591 x 120 x 50 mm 2926 kg Box Beam
PRB2743-100 2743 x 100 x 50 mm 2172 kg Box Beam
PRB2743-120 2743 x 120 x 50 mm 2763 kg Box Beam
PRB3048-120 3048 x 120 x 50 mm 2200 kg Box Beam
PRSB1829 1829 x 80 x 50 x 256mm (Step) 1000 kg Stepped Beam
PRSB2591 2591 x 80 x 50 x 25mm (Step) 650 kg Stepped Beam



PALLET RACKING ACCESSORIES

Code

LP-1200600

LP-6001200

LP-600600

LP-838

PR-DYNAT75

PR-HDBP

PR-HDBPS90

PR-LBP-1

PR-LBP-5

PR-MDF1829-25-ST

PR-MDF2591-25-ST

PR-PB1372-18-835

PR-PB1829-18-835

PR-PB2591-18-835

PR-PB2743-18-835

PR-PB3048-18-835

PR-SDW

Product Name

Louvered Panel Tall
Louvered Panel Wide
Louvered Panel Small
Louvered Panel 838/450
Dyna Bolt - 75

Heavy Duty Base Plate
Heavy Duty Base Plate
Leveling Plate 1mm
Leveling Plate 5mm
MDF Board - 1829
MDF Board - 2591
Particle Board - 1372
Particle Board - 1829
Particle Board - 2591
Particle Board - 2743
Particle Board - 3048

Shelf Divider

Description

Suitable for storage bins 1200mm(H) x 600mm(W)
Suitable for storage bins 600mm(H) x 1200mm(W)
Suitable for storage bins 600mm(H) x 600mm(W)
Suitable for storage bins 450mm(H) x 838mm(W)
For Securing to Floor - 75mm x 12mm

Base Plate for Upright to Increase Capacity

Pallet Racking Heavy Duty Base Plate Shim 90mm
Upright Frame Leveling Plate Tmm

Upright Frame Leveling Plate 5mm

25mm MDF Board to Suit Step Beam 1829
25mm MDF Board to Suit Step Beam 2591

18mm Particle Board to Suit Step Beam 1372mm
18mm Particle Board to Suit Step Beam 1829mm
18mm Particle Board to Suit Step Beam 2591mm
18mm Particle Board to Suit Beam 2743mm
18mm Particle Board to Suit Beam 3048mm

Pallet Racking - Shelf Divider Wire

PR-WD-GAL-1250x1220 Galvanised Wire Decking To Suit 2591 Beams at 1219mm - 1 Tonne Capacity

PR-WD-GAL-1250x840 Galvanised Wire Decking To Suit 2591 Beams at 838mm - 1 Tonne Capacity

PR-WD-GAL-1350x1220 Galvanised Wire Decking To Suit 2743 Beams at 1219mm - 1 Tonne Capacity

PR-WD-GAL-1350x840 Galvanised Wire Decking To Suit 2743 Beams at 838mm - 1 Tonne Capacity

PR-WHEELNBS80
PR-WHEELNB90
PR-WHEELWBB80
PR-WHEELWB90
PRB-LP

PREC
SR76FP5022
SR76FP5090
SWLS

SWS

Zclips

Pallet Racking Wheel Castor)
Pallet Racking Wheel (Castor)
Pallet Racking Wheel (Castor)
Pallet Racking Wheel (Castor)
Locking Pins

End Cap

Double End Row Protector
Single End Row Protector
Safe Working Load Sticker
Safe Working Sign

Z Clips

Castor Wheel (With Out Brake) To suit 80mm Upright Frame
Castor Wheel (With Out Brake) To suit 90mm Upright Frame
Castor Wheel (With Brake) To suit 80mm Upright Frame
Castor Wheel (With Brake) To suit 90mm Upright Frame
Universal Gravity Beam Locking Pins

To Fit Standard Uprights in Workbenches

500mm (H) x 2200mm (W) - 76mm Tube Yellow

500mm (H) x 900mm (W) - 76mm Tube Yellow

Load sticker

Working Sign

To Support Timber Board in Standard 45mm Beams



= = =tn

[—__ e e e

L

LONGSPAN
SHELVING




LONGSPAN SHELVING SPECIFICATION SHEET
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OTHER SHELF
OPTIONS

Galvanised Shelf

Metal Shelf

Wire Shelf

MOBILE OPTIONS

AVAILABLE COLOURS Q White Q Grey

. Black ‘
Wheels with Brake

PRODUCT OVERVIEW

Longspan shelves are our mid-range storage solution.
Designed for fitting into squeezy spots and for holding
boxes, parts or anything that is reasonably heavy. It holds
impressive weights of up to 815 kg per shelf (and 4000 kg
per bay). And we hold so many sizes that we challenge you
to find a space we can't fit out to within 20 cm.

It is really strong, the steel is top quality, the powder
coating is superior to competing systems, the base plates
are thick.

Wheels without Brake

KEY FEATURES

e Safety Locking System

e Fasy to Assemble Bolt Together System

¢ Available in White and Grey

e Superior Thick Particle Board

e Top Quality Powdercoated Steel

¢ Various Lengths, Widths, Heights Available
e Heavy Duty Base Plate



Code Assembled Dimension (Height x Depth) Code Description
LSU20040 2000 mm x 400 mm LSTS6040 600 mm x 400 mm x 18 mm
LSU20060 2000 mm x 600 mm LSTS9040 900 mm x 400 mm x 18 mm
L. SU20080 2000 mm x 800 mm LSTS12040 1200 mm x 400 mm x 18 mm
LSU20012 2000 mm x 1200 mm LSTS15040 1500 mm x 400 mm x 18 mm
LSU25040 2500 mm x 400 mm LSTS18040 1800 mm x 400 mm x 18 mm
LSU25060 2500 mm x 600 mm LSTS20040 2000 mm x 400 mm x 18 mm
LSU25080 2500 mm x 800 mm LSTS24040 2400 mm x 400 mm x 18 mm
LSU25012 5500 mm x 1200 mm LSTS27040 2700 mm x 400 mm x 18 mm
LSU30040 3000 mm x 400 mm LSTS30040 3000 mm x 400 mm x 18 mm
LSU30060 3000 mm x 600 mm LSTS6060 600 mm x 600 mm x 18 mm
LSU30080 3000 mm x 800 mm LSTS9060 900 mm x 600 mm x 18 mm
LUa0o12 3000 mm x 1200 CSTs 15000 1500 600 1t x 16 1
LSU40040 4000 mm x 400 mm LSTS18060 1800 mm x 600 mm x 18 mm
LSU40060 4000 mm x 600 mm LSTS20060 2000 mm x 600 mm x 18 mm
LSU40080 4000 mm x 800 mm LSTS24060 2400 mm x 600 mm x 18 mm
LSU40012 4000 mm x 1200 mm LSTS27060 2700 mm x 600 mm x 18 mm

LSTS30060 3000 mm x 600 mm x 18 mm
[ BEAMS e 600 o x 800 o x 18 mm
Max Load LSTS9080 900 mm x 800 mm x 18 mm

Code =Nl Capacity (UDL) LSTS12080 1200 mm x 800 mm x 18 mm
LSB600 600 mm 1000 kg LSTS15080 1500 mm x 800 mm x 18 mm
LSB900 900 mm 815 kg LSTS18080 1800 mm x 800 mm x 18 mm
LSB1200 1200 mm 793 kg LSTS20080 2000 mm x 800 mm x 18 mm
LSB1500 1500 mm 635 kg LSTS24080 2400 mm x 800 mm x 18 mm
LSB1800 1800 mm 529 kg LSTS27080 2700 mm x 800 mm x 18 mm
LSB2000 2000 mm 471 kg LSTS30080 3000 mm x 800 mm x 18 mm
LSB2400 2400 mm 827°kg LSTS6012 600 mm x 1200 mm x 18 mm
tzg;ggg 5(7)88 22 égg EZ LSTS9012 900 mm x 1200 mm x 18 mm

LSTS12012 1200 mm x 1200 mm x 18 mm

LSTS15012 1500 mm x 1200 mm x 18 mm

Code T — LSTS20012 2000 mm x 1200 mm x 18 mm
LSTS24012 2400 mm x 1200 mm x 18 mm

LSGS6060 600 mm x 600 mm LSTS27012 2700 mm x 1200 mm x 18 mm
LSGS5060 500 mm x 600 mm LSTS30012 3000 mm x 1200 mm x 18 mm

Code Description Code Description
LSWS6040 600 mm x 400 mm x 18 mm LSMS6040 600 mm x 400 mm x 18 mm
LSWS9040 900 mm x 400 mm x 18 mm LSMS9040 900 mm x 400 mm x 18 mm
LSWS10040 1000 mm x 400 mm x 18 mm LSMS10040 1000 mMm x 400 mm x 18 mm
LSWS12040 1200 mm x 400 mm x 18 mm LSMS12040 1200 mm x 400 mm x 18 mm
LSWS6060 600 mm x 600 mm x 18 mm LSMS6060 600 mm x 600 mm x 18 mm
LSWS9060 900 mm x 600 mm x 18 mm LSMS9060 900 mm x 600 mm x 18 mm
LSWS10060 1000 mm x 600 mm x 18 mm LSMS10060 1000 mm x 600 mm x 18 mm
LSWS12060 1200 mm x 600 mm x 18 mm LSMS12060 1200 mm x 600 mm x 18 mm
LSWS6080 600 mm x 800 mm x 18 mm LSMS6080 600 mm x 800 mm x 18 mm
LSWS9080 900 mm x 800 mm x 18 mm LSMS9080 900 mm x 800 mm x 18 mm
LSWS10080 1000 mm x 800 mm x 18 mm LSMS10080 1000 mMm x 800 mm x 18 mm
LSWS12080 1200 mm x 800 mm x 18 mm LSMS12080 1200 mm x 800 mm x 18 mm

Code Product Name Description
LP-LS600 Louvred Panel Louvred Panel Grey, 600 mm (W) x 450 mm (H)
LS-WHEEL-B Wheel with Brake Lockable wheel to suit Longspan Workbench
LS-WHEELNB Wheel without Brake Nylon wheel to suit all Longspan Workbench
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CANTILEVER RACKING SPECIFICATION SHEET

LI GHT DUTY

CANTILEVER RACKING
COMPONENTS

Removable Arm
End Stopper

Arm Fixing Pin
& Safety Pin

Upright Frame
& Heavy-duty Baseplate

Single-side Base
4-N10"25 & Nuts

Single-side Base
with 2-Anchors

PRODUCT OVERVIEW KEY FEATURES
Cantilever Racking is used for storage of very long items e Available in heavy duty beam bolted type or medium and
such as carpet, timber, pipe, etc. It is open and therefore light duty adjustable collar and pin type

easier to place and remove stock.
e Standard capacities from 200kg to 500kg per arm

One bay of Cantilever Racking consists of two uprights with e Adjustable arms allow flexibility for a wide range of
horizontal arms attached by bolts at various levels. We material types

have standard sizes and capacities in stock, but can

custom make a solution for your particular situation. * Can be customised to suit any application

¢ Afull range of accessories, such as retaining pins or
decking options, are available

e Surface finishes are powder coated or hot dip galvanised
for outdoor use

¢ Available double or single sided



LIGHT DUTY CANTILEVER RACKING

Complete bay  Add-on bays

2

1601

907

2515

SINGLE SIDED

Code Bay (W) Arm (L) Load per Arm
CLL-2560-3-S 1200 mm 600 mm 300 kg
CLL-2590-3-S 1200 mm 900 mm 200 kg
CLL-2560-4-S 1200 mm 600 mm 300 kg
CLL-2590-4-S 1200 mm 900 mm 200 kg
CLL-2560-5-S 1200 mm 600 mm 300 kg
CLL-2590-5-S 1200 mm 900 mm 200 kg
CLL-2560-6-S 1200 mm 600 mm 300 kg
CLL-2590-6-S 1200 mm 900 mm 200 kg

DOUBLE SIDED

Code Bay (W) Arm (L) Load per Arm
CLL-2560-3-D 1200 mm 600 mm 300 kg
CLL-2590-3-D 1200 mm 900 mm 200 kg
CLL-2560-4-D 1200 mm 600 mm 300 kg
CLL-2590-4-D 1200 mm 900 mm 200 kg
CLL-2560-5-D 1200 mm 600 mm 300 kg
CLL-2590-5-D 1200 mm 900 mm 200 kg
CLL-2560-6-D 1200 mm 600 mm 300 kg

CLL-2590-6-D 1200 mm 900 mm 200 kg



CANTILEVER RACKING SPECIFICATION SHEET

M EDIUM DUTY

COMPONENTS

A Cantilever Medium Duty Bay includes:
Arm Fixing Pin 3600mm or 4800mm high uprights (CLM-U4800 or CLM-U3600)
e 1200mm long Arms with a loading capacity of 500kg
(CLM-ARM1200) - 3, 4, 5 or 6 levels
Bracing e Horizontal Bracing in 1200mm or 1500mm width
(CLM-HB1200 or CLM-HB1500)
e Diagonal Bracing in 1200mm or 1500mm width
Upright Frame (CLM-DB1200 or CLM-DB1500)
e Single or Double Base (CLM-BS1650 or CLM-BD2850)
e End Stoppers for the Arms (CLM-ES)
e Surface finishes are powder coated as standard or specially ordered

in hot dip galvanised for outdoor use
e Bays can be customised to suit any application and are available up

to 6000mm height
Cantilever Arm

FRONT VIEW
3600 mm High Double Bay

A N N
s
Removable Arm g
End Stopper é
g
“| 3600
2
g
Heavy Duty %
Baseplate z
s 1200 |" 1200 |"
OPTIONAL WIDTHS
FRONT VIEW
4800 mm High Double Bay 4800 mm High Triple Bay
(Including 1x Complete Bay and 1x Add-On Bay) (Layout with optional reduced bracing)
4800 4800
1200 || 1200 | | 1200 | 1200 || 1200 B

OPTIONAL WIDTHS 1200 and 1500 mm OPTIONAL WIDTHS 1200 and 1500 mm



MEDIUM DUTY CANTILEVER RACKING

Code Bay (W) Arm (L) Load per Arm
CLM-3612-3-S 1200 mm 1200 mm 500 kg 0
CLM-3615-3-S 1500 mm 1200 mm 500 kg 1200 \
CLM-3612-4-S 1200 mm 1200 mm 500 kg
CLM-3615-4-S 1500 mm 1200 mm 500 kg '
CLM-3612-5-S 1200 mm 1200 mm 500 kg 3
CLM-3615-5-S 1500 mm 1200 mm 500 kg 3600 500kg
CLM-3612-6-S 1200 mm 1200 mm 500 kg . "
CLM-3615-6-S 1500 mm 1200 mm 500 kg ‘ ';

i —

Code Bay (W) Arm (L) Load per Arm iy
CLM-4812-3-S 1200 mm 1200 mm 500 kg 3.4.5and6
CLM-4815-3-S 1500 mm 1200 mm 500 kg
CLM-4812-4-S 1200 mm 1200 mm 500 kg
CLM-4815-4-S 1500 mm 1200 mm 500 kg
CLM-4812-5-S 1200 mm 1200 mm 500 kg
CLM-4815-5-S 1500 mm 1200 mm 500 kg
CLM-4812-6-S 1200 mm 1200 mm 500 kg
CLM-4815-6-S 1500 mm 1200 mm 500 kg

Code Bay (W) Arm (L) Load per Arm 300
CLM-3612-3-D 1200 mm 1200 mm 500 kg :;:'%'\
CLM-3615-3-D 1500 mm 1200 mm 500 kg Hﬁ:
CLM-3612-4-D 1200 mm 1200 mm 500 kg 2::
CLM-3615-4-D 1500 mm 1200 mm 500 kg :
CLM-3612-5-D 1200 mm 1200 mm 500 kg
CLM-3615-5-D 1500 mm 1200 mm 500 kg
CLM-3612-6-D 1200 mm 1200 mm 500 kg 4800
CLM-3615-6-D 1500 mm 1200 mm 500 kg

Code Bay (W) Arm (L) Load per Arm
CLM-4812-3-D 1200 mm 1200 mm 500 kg
CLM-4815-3-D 1500 mm 1200 mm 500 kg

3,4,5and 6

CLM-4812-4-D 1200 mm 1200 mm 500 kg
CLM-4815-4-D 1500 mm 1200 mm 500 kg
CLM-4812-5-D 1200 mm 1200 mm 500 kg
CLM-4815-5-D 1500 mm 1200 mm 500 kg
CLM-4812-6-D 1200 mm 1200 mm 500 kg

CLM-4815-6-D 1500 mm 1200 mm 500 kg
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RUT SHELVING

PRODUCT OVERVIEW

SPECIFICATION SHEET

STARTER BAY ADD ON BAY

TECHNICAL SPECIFICATIONS

The RUT Shelving (RUT) System is a multi-purpose system
ideal for storing small to medium items in both office and
industrial applications. Our steel shelving is a bolted
construction which forms a strong, stable storage unit that
can be easily extended, reconfigured or relocated as
storage needs change over time.

KEY FEATURES

e \ersatile design enables the system to be converted
to a Compact Mobile Shelving system if required.

e FEasy shelf adjustment in 25mm increments with the use
of shelf clips, eliminating the need for nuts and bolts.

e Fasy to extend, modify, reconfigure or relocate.

¢ Single or double-sided shelving configurations.

e Durable powder-coated white paint finish.

Shelving Bay Height 2175, 2375 mm

LLoad Capacity

Shelving Bay Width 900 mm 90 kg
1200 mm 80 kg

Shelving Bay Depth 325, 425, 625 mm

4 Levels
5 Levels
6 Levels
7 Levels

Number of Shelves

Shelf Material Steel



2175 mm RUT SHELVING

Code

RS2109-3-4
RS2109-3-5
RS2109-3-6
RS2109-3-7
RS2109-4-4
RS2112-4-4
RS2109-4-5
RS2112-4-5
RS2109-4-6
RS2112-4-6
RS2109-4-7
RS2112-4-7
RS2109-6-4
RS2112-6-4
RS2109-6-5
RS2112-6-5
RS2109-6-6
RS2112-6-6
RS2109-6-7
RS2112-6-7

Code

RS2109-3-4D
RS2109-3-5D
RS2109-3-6D
RS2109-3-7D
RS2109-4-4D
RS2112-4-4D
RS2109-4-5D
RS2112-4-5D
RS2109-4-6D
RS2112-4-6D
RS2109-4-7D
RS2112-4-7D
RS2109-6-4D
RS2112-6-4D
RS2109-6-5D
RS2112-6-5D
RS2109-6-6D
RS2112-6-6D
RS2109-6-7D
RS2112-6-7D

Size

900 x 325 mm
900 x 325 mm
900 x 325 mm
900 x 325 mm
900 x 425 mm
1200 x 425 mm
900 x 425 mm
1200 x 425 mm
900 x 425 mm
1200 x 425 mm
900 x 425 mm
1200 x 425 mm
900 x 625 mm
1200 x 625 mm
900 x 625 mm
1200 x 625 mm
900 x 625 mm
1200 x 625 mm
900 x 625 mm
1200 x 625 mm

Size

900 x 325 mm
900 x 325 mm
900 x 325 mm
900 x 325 mm
900 x 425 mm
1200 x 425 mm
900 x 425 mm
1200 x 425 mm
900 x 425 mm
1200 x 425 mm
900 x 425 mm
1200 x 425 mm
900 x 625 mm
1200 x 625 mm
900 x 625 mm
1200 x 625 mm
900 x 625 mm
1200 x 625 mm
900 x 625 mm
1200 x 625 mm

SINGLE SIDED

Load Capacity

90 kg
90 kg
90 kg
90 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg

DOUBLE SIDED

Load Capacity

90 kg
90 kg
90 kg
90 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg
90 kg
80 kg




2375 mm RUT SHELVING

SINGLE SIDED

RS2309-4-4 9900 x 425 mm 90 kg
RS2312-4-4 1200 x 425 mm 80 kg
RS2309-4-5 900 x 425 mm 90 kg
RS2312-4-5 1200 x 425 mm 80 kg
RS2309-4-6 900 x 425 mm 90 kg
RS2312-4-6 1200 x 425 mm 80 kg
RS2309-4-7 900 x 425 mm 90 kg
RS2312-4-7 1200 x 425 mm 80 kg
RS2309-6-4 900 x 625 mm 90 kg
RS2312-6-4 1200 x 625 mm 80 kg
RS2309-6-5 900 x 625 mm 90 kg
RS2312-6-5 1200 x 625 mm 80 kg
RS2309-6-6 900 x 625 mm 90 kg
RS2312-6-6 1200 x 625 mm 80 kg
RS2309-6-7 900 x 625 mm 90 kg
RS2312-6-7 1200 x 625 mm 80 kg

DOUBLE SIDED

RS2309-4-4D 9900 x 425 mm 90 kg
RS2312-4-4D 1200 x 425 mm 80 kg
RS2309-4-5D 900 x 425 mm 90 kg
RS2312-4-5D 1200 x 425 mm 80 kg
RS2309-4-6D 900 x 425 mm 90 kg
RS2312-4-6D 1200 x 425 mm 80 kg
RS2309-4-7D 900 x 425 mm 90 kg
RS2312-4-7D 1200 x 425 mm 80 kg
RS2309-6-4D 900 x 625 mm 90 kg
RS2312-6-4D 1200 x 625 mm 80 kg
RS2309-6-5D 900 x 625 mm 90 kg
RS2312-6-5D 1200 x 625 mm 80 kg
RS2309-6-6D 900 x 625 mm 90 kg
RS2312-6-6D 1200 x 625 mm 80 kg
RS2309-6-7D 900 x 625 mm 90 kg
RS2312-6-7D 1200 x 625 mm 80 kg
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BOLTLESS SHELVING SPECIFICATION SHEET
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PRODUCT OVERVIEW TECHNICAL SPECIFICATIONS

Perfect for the shed, office or garage with a capacity up to
200Kkg per level, the Boltless Shelving System is the way to
go. Using bolt free connections, this shelving, made with . .
heavy duty construction is versatile and easy to install. It Sz i) 22 LR U LI il
can be fully customised, mixed & matched to suit and with
powder-coated metal shelves easy to clean & looks stylish!

Load Capacity
Shelving Bay Width 900 mm 150 kg
KEY FEATURES 9= 1200 mm 150 kg

e Easy shelf adjustment in 25mm increments with the use of
shelf clips, eliminating the need for nuts and bolts.

e Easy to extend, modify, reconfigure or relocate. Shelving Bay Depth 300, 400, 600 mm

e Single or double-sided shelving configurations.

e Solid Powder-coated Steel shelves with bracing for strength
and durability

Shelf Material Metal




1524 mm HIGH BOLTLESS SHELVING

4 TIER SHELVING

Code Size Load Capacity
BS1509-3-4-W 900 x 300 mm 150 kg
BS1512-3-4-W 1200 x 300 mm 150 kg
BS1509-4-4-W 900 x 400 mm 150 kg
BS1512-4-4-W 1200 x 400 mm 150 kg
BS1509-6-4-W 900 x 600 mm 150 kg
BS1512-6-4-W 1200 x 600 mm 150 kg

1824 mm HIGH BOLTLESS SHELVING

Code Size Load Capacity
s BS-1809-3-5-W 900 x 300 mm 150 kg
8 BS-1812-3-5-W 1200 x 300 mm 150 kg
8 BS-1809-4-5-W 900 x 400 mm 150 kg
8 BS-1812-4-5-W 1200 x 400 mm 150 kg
8 BS-1809-6-5-W 900 x 600 mm 150 kg
8 BS-1812-6-5-W 1200 x 600 mm 150 kg

Available in Matt Black Finish

BOLTLESS SHELVING COMPONENTS

Code

BSUP1524-W
BSUP1828-W
BSUHB300-W
BSUHB400-W
BSUHB600-W
BSB900-W
BSB1200-W
BSP9030-W
BSP9040-W
BSP12030-W
BSP12040-W
BSP9060-W

BSP12060-W

Description

Boltless Shelving Post 1524 mm
Boltless Shelving Post 1828 mm
Upright Horizontal Bracing 300 mm
Upright Horizontal Bracing 400 mm
Upright Horizontal Bracing 600 mm
Shelving Beam 900 mm

Shelving Beam 1200 mm

Shelving Panel 900 x 300 mm
Shelving Panel 900 x 400 mm
Shelving Panel 1200 x 300 mm
Shelving Panel 1200 x 400 mm
Shelving Panel 900 x 600 mm

Shelving Panel 1200 x 600 mm

Available in Matt Black Finish

ANATOMY OF BOLTLESS SHELVING

Panel

Support Bars

Horizontal
Bracing

Beams

Upright






WORK BENCHES SPECIFICATION SHEET

Undershelf Options

Timber

Wire

Galvanised

Wheels

Wheels w/ Brake
Wheels w/o Brake

[Tl 1T 152 mss Upright
: 1 1 : Ii E Horizontal Bracing
ol o o . N5*35 Nuts & Bolts
ofd o o i Diagonal Bracing
N 1° | N535 Nuts & Botts
900 mm oh . H
ol o
ol o o Horizontal Bracing
oM B B
o ° 1:2
ol ol o
ﬁ- i Diagonal Bracing N5*35 Nuts & Bolts
Horizontal Bracing

N5*35 Nuts & Bolts

Lol (o ]\ ARIap, 8 600, 800, 1200 mm ‘

Baseplate

G RES N B8 900, 1200, 1500, 1800, 2000, 2400, 2700, 3000 mm

Gap

Cr— Eﬁ

Overall Length

Step Beam Step Beam
Cross Section Side View

Top View



LONGSPAN WORK BENCH

Code Beam Length Depth Overall Length
LSWB9060-T 900 mm 600 mm 1010 mm
LSWB9080-T 900 mm 800 mm 1010 mm
LSWB90120-T 900 mm 1200 mm 1010 mm
LSWB12060-T 1200 mm 600 mm 1310 mm
LSWB12080-T 1200 mm 800 mm 1310 mm
LSWB120120-T 1200 mm 1200 mm 1310 mm
LSWB15060-T 1500 mm 600 mm 1610 mm
LSWB15080-T 1500 mm 800 mm 1610 mm
LSWB150120-T 1500 mm 1200 mm 1610 mm
LSWB18060-T 1800 mm 600 mm 1910 mm
LSWB18080-T 1800 mm 800 mm 1910 mm
LSWB180120-T 1800 mm 1200 mm 1910 mm
LSWB20060-T 2000 mm 600 mm 2110 mm
LSWB20080-T 2000 mm 800 mm 2110 mm
LSWB200120-T 2000 mm 1200 mm 2110 mm
LSWB24060-T 2400 mm 600 mm 2510 mm
LSWB24080-T 2400 mm 800 mm 2510 mm
LSWB240120-T 2400 mm 1200 mm 2510 mm
LSWB27060-T 2400 mm 600 mm 2810 mm
LSWB27080-T 2400 mm 800 mm 2810 mm
LSWB270120-T 2400 mm 1200 mm 2810 mm
LSWB30060-T 3000 mm 600 mm 3110 mm
LSWB30080-T 3000 mm 800 mm 3110 mm
LSWB300120-T 3000 mm 1200 mm 3110 mm

GARAGE SHELVING BENCH

ADD DRAWER FOR EXTRA STORAGE

Code Beam Length Depth Overall Length
ISWB1560MS-DG 1370 mm 600 mm 1500 mm
ISWB1860MS-DG 1670 mm 600 mm 1800 mm
ISWB1560MS-S 1370 mm 600 mm 1500 mm

ISWB1860MS-S 1670 mm 600 mm 1800 mm



LONGSPAN WORK STATION

Code Beam Length Depth Overall Length
LSWBUS1806040-12 1200 mm 600 mm 1310 mm
LSWBUS1808040-12 1200 mm 800 mm 1310 mm
LSWBUS1806040-15 1500 mm 600 mm 1610 mm
LSWBUS1808040-15 1500 mm 800 mm 1610 mm
LSWBUS1806040-18 1800 mm 600 mm 1910 mm
LSWBUS1808040-18 1800 mm 800 mm 1910 mm
LSWBUS1806040-20 2000 mm 600 mm 2110 mm
LSWBUS1808040-20 2000 mm 800 mm 2110 mm
LSWBUS1806040-24 2400 mm 600 mm 2510 mm
LSWBUS1808040-24 2400 mm 800 mm 2510 mm
LSWBUS1806040-27 2700 mm 600 mm 2810 mm
LSWBUS1808040-27 2700 mm 800 mm 2810 mm
LSWBUS1806040-30 3000 mm 600 mm 3110 mm
LSWBUS1808040-30 3000 mm 800 mm 3110 mm

Code Beam Length Depth Overall Length
LSWBUS2006040-12 1200 mm 600 mm 1310 mm
LSWBUS2008040-12 1200 mm 800 mm 1310 mm
LSWBUS2006040-15 1500 mm 600 mm 1610 mm
LSWBUS2008040-15 1500 mm 800 mm 1610 mm
LSWBUS2006040-18 1800 mm 600 mm 1910 mm
LSWBUS2008040-18 1800 mm 800 mm 1910 mm
LSWBUS2006040-20 2000 mm 600 mm 2110 mm
LSWBUS2008040-20 2000 mm 800 mm 2110 mm
LSWBUS2006040-24 2400 mm 600 mm 2510 mm
LSWBUS2008040-24 2400 mm 800 mm 2510 mm
LSWBUS2006040-27 2700 mm 600 mm 2810 mm
LSWBUS2008040-27 2700 mm 800 mm 2810 mm
LSWBUS2006040-30 3000 mm 600 mm 3110 mm
LSWBUS2008040-30 3000 mm 800 mm 3110 mm

PALLET RACKING WORKBENCH

Code Beam Length Depth Overall Length
PRWB1829838-T 1829 mm 838 mm 2009 mm
PRWB18291219-T 1829 mm 1219 mm 2009 mm
PRWB2591838-T 2591 mm 838 mm 2771 mm
PRWB25911219-T 2591 mm 1219 mm 2771 mm

www.unirack.com.au () 1300 864 725



